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INTRODUCTION 

  

South Australia has a history of significant clearance of native vegetation, with approximately 23% remaining across the state and as little as 
4% in some NRM regions.  Roadsides and rail corridors often support the only remnants of the original native vegetation in an area. 

Native vegetation along road reserves and rail corridors provides a number of benefits. These include the aesthetic and amenity value 
appreciated by locals and casual visitors - for example large and iconic red gums - but also contribution towards the biodiversity value of a 
region. This may include the habitat and feed resources that such native vegetation provides for native fauna. In addition to wildlife habitat, 
roadside vegetation provides connectivity between different habitats and a source of seed for revegetation projects. 

Roadside vegetation can also have implications for road safety. Whilst providing shelter from wind and shade from sun glare, it can however 
also present hazards from limbs encroaching onto or overhanging the carriageway. Native vegetation growing outside the carriageway may 
also pose a safety risk if a vehicle leaves the road. On sealed roads this risk can be reduced by measures such as sealing the road shoulder, 
installing barriers, guideposts, signage, and audio-tactile line markings, and reducing the speed limit. Not all of these measures are available on 
unsealed roads, increasing the importance of signage and speed limits appropriate to road conditions.  

Safer roads, intersections and rail crossings are a key component of public safety, where a large percentage of crashes on road networks occur 
at intersections (Austroads, 2009).  Improving safety at not only intersections but along roads will help to reduce unnecessary injuries and loss 
of life and help meet the targets in the State Strategic Plan. 

Given the complexity and importance of public safety and the role native vegetation plays in the landscape, the removal of native vegetation 
as the last resort requires CE or senior management sign off. 

The removal of native vegetation for road safety purposes should be the exception rather than the rule. It is 
anticipated that road management authorities will approach the issue with that in mind giving serious 
consideration to all other options first. 

Clearance of native vegetation on roadsides is subject to the provisions of the Native Vegetation Act 1991 and Native Vegetation Regulations 
2003.  The general requirement is for clearance to be offset by a Significant Environmental Benefit (SEB). This is an important part of delivering 
the objectives of the Native Vegetation Act. 

Under the Native Vegetation Regulations 2003, clearance of roadside native vegetation can occur via a number of different regulations 
depending upon the nature of the roadwork activity proposed. This will determine if an SEB is required. This includes:  

 Regulation 5(1)(y) - clearance for general roadside maintenance works. This may include maintaining the clearance envelope, controlling 
regrowth in drains or culverts etc. This will also include works that are consistent with an approved roadside vegetation management 
plan. No SEB is required.  

 Regulation 5(1)(h) - clearance for approved works by the Commissioner of Highways. An SEB is required. 
 Regulation 5(1)(d) - clearance for new infrastructure works or infrastructure upgrades. This may include construction of a new road or 

intersection, widening or realignment of a road or intersection, or other new roadworks. An SEB is required. 

 Regulation 5(1)(lb) - clearance for public safety, no SEB is required. 

PURPOSE OF REGULATION 5(1)(lb) 

 

This framework has been prepared to manage native vegetation in accordance with the Native Vegetation Act 1991.  

In September 2009, amendments to the Native Vegetation Regulations introduced a new Regulation 5(1)(lb), which allows for clearance of 
native vegetation to be exempt where that work is necessary to protect public safety.  

Consistent with clearance for the protection of life and property from bushfire, clearance for public safety under Regulation 5(1)(lb) does not 
require a Significant Environmental Benefit. 

PURPOSE OF THE FRAMEWORK 

 

The purpose of this framework is to stipulate the circumstances where Regulation 5(1)(lb) may apply for clearance of frangible1 and non-
frangible2 native vegetation on roadsides, intersections and rail crossings that consider a balance between public safety and environmental 
objectives.   

This framework specifies the extent of clearance that may be approved under this Regulation, and identifies the circumstances when 5(1)(lb) 
may not applicable and therefore an alternate Regulation and an SEB requirement applies.  

For regulation 5(1)(lb) to apply, the road authority can clear non-frangible native vegetation within specified distances along sealed and 
unsealed roads and at rail crossings and intersections with written approval from the NVC. It is a requirement that the road authority as far as 
practicable addresses the NAMO principles to avoid or minimise the impacts that any proposed actions may have on biodiversity or native 
vegetation (see page 16 for full explanation of NAMO). Clearance will be approved without the need for an SEB requirement.  Any clearance 
proposed beyond specified distances may fall under Regulation 5(1)(d) and an SEB may be required. 

                                                                    

1 understorey vegetation or plants with slender stems which give way break or uproot on impact 
2
 plants species with a stem diameter (at maturity) of 100mm or greater with rigid, large or sturdy stems which will not readily break, bend or crush upon impact 

by a typical passenger vehicle, and could be expected to inflict significant damage to the vehicle and possibly cause injury to vehicle occupants. 
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It should be noted that under Regulation 5(1)(lb) clearance of native vegetation within the specified distances only relates to what meets the 
definition of non-frangible vegetation. The road authority is still required to establish that they have considered alternative methods (e.g. 
barricades) to clearance of non-frangible native vegetation.  

Note that some activities may also require approval under other legislation; for example the Development Act 1993 and the Environment 
Protection and Biodiversity Conservation Act 1999.    

Prior to contemplating an application to clear under regulation 5(1)(lb), the road authorities will need to 
consider the following question: 

 Would the road works proceed if the native vegetation was not present? 

If the answer is yes, then the native vegetation is not the hazard rather it is incidental. As a consequence it is 
unlikely that this type of application would be considered under regulation 5(1)(lb). 

THREE CATEGORIES 

 

In this framework, there are three categories for assessing clearance of non-frangible native vegetation on roadsides, intersections and rail 
crossings for public safety purposes under Regulation 5(1)(lb). 

The three clearance categories are:   

 Category 1 Sight distance line/triangles at road intersections and rail crossings (page 7) 
 Category 2 Clearance adjacent to edge of travelled way (page 10) 

 Category 2 (Sealed- ≤80 km/h) 
 Category 2 (Sealed- >80 km/h) 
 Category 2 (Unsealed) 

 Category 3 - Clearance beyond Category 1 and 2 zones (page 13) 

 

Category 1 - Sight triangles at road intersections and rail crossings 

 Road authorities can clear non-frangible native vegetation (and frangible native vegetation if required) for the establishment of safe sight 
lines at road intersections and rail crossings consistent with clearance guidelines outlined in Austroads Guide to Road Design: Part 4: 
Intersections and Crossings-General 2009, and AS 1742.7:2007 Manual of uniform traffic control devices, Part 7: Railway Crossings. No SEB is 
required.  

Category 2 – Sealed and unsealed roads 

This is the area defined as a zone where non-frangible native vegetation can be cleared adjacent to the edge of the travelled way for sealed 
roads, or adjacent to the edge of the grader line as defined in Councils’ infrastructure plan for unsealed roads, and should be kept free from 
features potentially hazardous to vehicles. Under the public safety Regulation 5(1)(lb) this zone is SEB exempt.  

Any proposed clearance of frangible native vegetation (understorey vegetation or plants with slender stems which give way break or uproot 
on impact) will require clearance approval from the NVC and an SEB may be required.  

Category 3 - Clearance beyond Category 1 and 2 zones  

This is the area beyond the Category 1 and 2 zones. An SEB is required within this area and is assessed under Regulation 5(1)(d), however if the 
road authority can demonstrate that the non-frangible native vegetation is a risk to public safety, clearance may be approved under 
Regulation 5(1)(lb) by an NVC authorised delegate acting on recommendations by NVAP. Consideration will be given to the road authority’s 
broader road management planning; for example is the proposal part of a larger or staged project? 

All clearance proposals under Regulation 5(1)(lb) must be undertaken in accordance with written approval 
from the NVC or an NVC authorised delegate acting on recommendations by NVAP. The Clearance Approval 
Forms are located at the end of each description of Category Guidelines for Applicants. 

 

Other than for Category 1 applications, an SEB is required if any proposed clearance involves the removal or 
modification of frangible native vegetation. 
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Table 1: Parameters defining Categories 1, 2 and 3 clearance requirements under public safety regulation 5(1)(lb) 

Parameters 
defining SEB 
requirements 

Category 1 

Sight distance line/triangles at 
intersections and rail crossings 

Category 2 

Clearance adjacent to edge of 
travelled way 

Category 3 

Clearance beyond category 1 and 2 
zones 

Justification 
of risk to 
public safety 

No supporting information required if 
consistent with Austroads Guide and 
(AS 1742) 

No supporting information required. 

 

Yes supporting information is required 
to demonstrate why the native 
vegetation is a risk to public safety. 

Justification 
for the 
clearance of 
Native 
Vegetation  

Yes justification is required. 

Consideration given to: 

 Other safety improvement options 

Yes justification is required. 

Consideration given to: 

 NAMO principles  

 Other safety improvement options 

Yes justification is required. 

Consideration given to: 

 NAMO principles  

 Other safety improvement options 

SEB exempt 
activities 

 Clearance of both frangible and 
non-frangible native vegetation (if 
required) for the establishment of 
safe sight lines at road 
intersections and rail crossings  

 Clearance along sight lines should 
be limited to targeted removal of 
non-frangible native vegetation, 
and 

 Depending upon the type of 
vegetation / biodiversity present 
within the sight triangle, trimming 
of understorey frangible native 
vegetation (if required) should be 
limited to a height that 
sustainably maintains the 
understory. 

Sealed Roads  

Removal of non-frangible native 
vegetation: 

 ≤80kms/hr = up to 2 metres from 
the edge of travelled way  

 >80kms/hr up to 3 metres from 
the edge of travelled way 

Unsealed Roads 

 up to 2 metres either side of the 
edge of the grader line capped at 
a total width including the 
travelled way itself of up to 12 
metres 

 Areas or activities beyond the 
scope of Category 1 and Category 
2 but still present as a public 
safety concern, 

AND/OR 

 Applies only to safety treatments 
which result in clearing: 
 Less than 6 non-frangible 

scattered trees 
 Less than 0.5 ha canopy area 

of non-frangible vegetation 

If the proposed safety treatments do 
not fall within this threshold, the SEB 
exemption (Regulation 5(1)(lb) will not 
apply. The applicant may wish to 
consider clearance under Regulation 
5(1)(d) 

Non-exempt 
activities 

 Intersection 
realignment/modification 

 Road widening activities 

 Retrospective upgrade works 

 New intersections 

 The removal of both frangible and 
non-frangible native vegetation 
beyond approved sight distance 
line/triangle 

 The clearance of frangible native 
vegetation 

 Where the physical structure is 
the hazard and the native 
vegetation is incidental to the 
obstruction  

 Intersection 
realignment/modification 

 Road widening activities 

 Retrospective upgrade works 

 New road works 

 The removal of frangible and non-
frangible native vegetation 
beyond Category 2 zone 

 Clearance of frangible native 
vegetation 

 Where the physical structure is 
the hazard and the native 
vegetation is incidental to the 
obstruction  

 Road widening activities 

 Retrospective upgrade works 

 Installation of safety cameras 

 Weigh stations 

Written 
approval 
requirements 

Clearance approved under an NVC 
authorised delegate 

Clearance approved under an NVC 
authorised delegate. 

Clearance approved by NVC authorised 
delegate acting on recommendations 
by NVAP. 

Reporting 
requirements 

The road authority must complete the 
Category 1 Clearance Proposal Form 
under Regulation 5(1)(lb) (page 8), and 
submit to NVC for approval.   

 

The road authority must complete the 
Category 2 Clearance Proposal Form 
under Regulation 5(1)(lb) (page 11), 
and submit to NVC for approval.   

 

 

The road authority must complete an 
Application to clear Native Vegetation 
form under Regulation 5(1)(d)  

Where a risk to public safety can be 
demonstrated, the road authority must 
complete the Category 3 Clearance 
Proposal Form under Regulation 
5(1)(lb) (page 14), and submit to NVC 
for approval.   

http://www.environment.sa.gov.au/Conservation/Native_Vegetation/Managing_native_vegetation/Clearance_applications
http://www.environment.sa.gov.au/Conservation/Native_Vegetation/Managing_native_vegetation/Clearance_applications
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This is a proactive approach to public safety. This section outlines 
what can be done to manage both frangible and non-frangible native 
vegetation to address an existing risk to public safety along road 
intersections and rail crossings. No SEB is required. 

To minimise soil disturbance activities and weed invasions, site 
rehabilitation measures need to be implemented post clearance. 

Category 1: What activities are considered exempt? 

Within approved sight distance lines and sight distance triangles 

With written approval from the NVC authorised delegate, the 
clearance of native vegetation would be considered exempt under 
Regulation 5(1)(lb) if the establishment of safe sight lines and sight 
triangles at road intersections and rail crossings are consistent with 
Austroads Guide to Road Design: Part 4: Intersections and Crossings-
General (2009), and  AS 1742.7:2007 Manual of uniform traffic 
control devices, Part 7: Railway Crossings.   

The size of the sight triangle established under the Austroads Guide 
is dependent upon factors such as traffic volume, designated road 
speed and daily vehicle and heavy vehicle usage. 

This approach is easy to implement and transparent in its calculation 
of approved sight distance lines for vegetation clearance associated 
with road intersections and rail crossings and is consistent with a 
nationally accepted benchmark used by road authorities. 

Where practicable, calculating the visibility triangle for the 
clearance of native vegetation should be limited to meet the 
required standards as outlined in Austroads Guide to Road Design: 
Part 4: Intersections and Crossings-General (2009).  
 
The clearance of non-frangible native vegetation along sight lines 
should be limited to targeted removal. 

Depending upon the type of vegetation / biodiversity present within 
the sight triangle, trimming of understorey frangible native 
vegetation (if required) should be limited to a height that sustainably 
maintains the understory and not cleared down to bare earth. 

Maintenance of existing clearances for road safety, or the clearance 
of vegetation to maintain safe sight distance at intersections and the 
inside of curves, can occur under Regulation 5(1)(y), but any 
clearance greater than this needs approval either under 5(1)(lb) 
where clearance is necessary to protect public safety (as outlined in 
Section 5.4 of Austroads Guide to Road Design Part 3: Geometric 
Design), or under 5(1)(d) for infrastructure clearance (new road 
construction, widening or re-alignment). The determination of the 
offset from the edge of the travel way is dependent on the stopping 
sight distance, which in turn increases with speed. Consequently 
alternative mechanisms to remove the safety issue must be fully 
considered.  

Any additional areas authorised under Regulation 5(1)(lb), can be 
maintained under Regulation 5(1)(y) either according to the 
Guidelines for the Management of Roadside Vegetation, or 
incorporated into the Maintenance Section of the Councils RVMP or 
road authorities Standard Operating Procedure (SOP) either as an 
erratum, or added when the plan is next due for review. 

 Category 1: Significant Environmental Benefit requirement  

No Significant Environmental Benefit (SEB) offset is required where 
clearance is consistent with Austroads Guide (AS 1742) for safe sight 

lines and sight triangles at road intersections, rail crossings and 
roadside curves. 

Ongoing maintenance work within these zones would be considered 
exempt under Regulation 5(1)(y) where works are conducted in 
accordance with the Guidelines for the Management of Roadside 
Vegetation, or incorporated into the road authority’s NVC approved 
Roadside Vegetation Management Plan (RVMP) (or SOP in the case 
of DPTI). 

Category 1: Reporting requirements 

To reduce, modify or remove any native vegetation, the road 
authority must complete the Category 1 Clearance Proposal Form 
under Regulation 5(1)(lb) (Page 8) and submit it to an NVC authorised 
delegate for written approval before any works can commence. 

Category 1: What activities are not considered exempt?  

Clearance beyond recommended sight triangles (Category 3) 

If there are physical structures such as embankments that are 
obstructing sight distances and the native vegetation is incidental to 
the obstruction then the associated clearance of native vegetation 
would be considered as non-exempt (i.e. does not fall within 
Regulation 5(1)(lb)). 

Where an existing intersection or roadside curve requires 
realignment or modification to improve the safety of the intersection 
or roadway, this includes road widening activities, the clearance of 
native vegetation would not be considered exempt under Regulation 
5(1)(lb). 

An SEB is required within this area and is assessed under Regulation 
5(1)(d). If clearance is approved, an SEB offset will be calculated 
using the current NVC methodology. 

Once works are incorporated into a RVMP, ongoing maintenance 
work would be considered exempt under Regulation 5(1)(y).  

 

 

 

It is the road authority’s responsibility to find out if the action being 
considered requires approval under other legislation 

 If removal or modification of a Regulated Tree is proposed 
approval will be needed as outlined in the Development 
Regulations 2008.  

 It is essential that any roadside activities are not in breach of the 
Environment Protection and Biodiversity Conservation Act 1999 
(Commonwealth) . This may include removal of dead trees in 
certain areas. Please visit the NVC website for further 
information. 

 
 
 
 
 
 
 
 
  

Things to consider 

Did you know? 

Ongoing maintenance work within this Category would be 
considered exempt under Regulation 5(1)(y) if it is compliant 
with an NVC approved Roadside Vegetation Management Plan or 
the NVC ‘Guidelines for the Management of Roadside 
Vegetation’. 

CATEGORY ONE: RAIL CROSSINGS & INTERSECTIONS 

GUIDELINES FOR APPLICANTS 

http://www.environment.gov.au/epbc/index.html
http://www.environment.gov.au/epbc/index.html
http://www.environment.sa.gov.au/dwlbc/native/nvsa/policy.html
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To clear non frangible (and frangible if required) native vegetation in Category 1, please complete the Category One - Clearance Proposal 
Form Under Regulation 5(1)(lb) below and submit it to the Native Vegetation Council (NVC) authorised delegate for written approval before 
any works can commence. 

 Clearance along sight lines should be limited to targeted removal of non-frangible native vegetation, where possible 

 Depending upon the type of vegetation / biodiversity present within the sight triangle, trimming of understorey frangible native 
vegetation (if required) should be limited to a height that sustainably maintains the understory. 

The establishment of safe sight lines and sight triangles at road intersections, rail crossings and roadside curves must be  consistent with 
Austroads Guide to Road Design: Part 4: Intersections and Crossings-General (2009), and  AS 1742.7:2007 Manual of uniform traffic control 
devices, Part 7: Railway Crossings. 

OFFICE USE ONLY 

Date received: 

Received by: 

File no: 

Recfind no: 

Return completed form to Native Vegetation Council Secretariat address below 

 

APPLICANT DETAILS 

Name: 

Postal Address: 

Postcode: 

Phone (Business): 

Mobile: 

Fax: 

Email: 

Signature (CE or delegated authority): 

LOCATION OF WORKS 

Give details of where the proposed works are to be conducted: 

Location Address: 

Section: 

Hundred: 

District Council: 

Side of road (N, S, W, E) 

 

 

 

 

For further information please contact: 
Native Vegetation Council Secretariat 
GPO Box 1047 
ADELAIDE   SA   5001  
Phone: (08) 8303 9777 
Fax:      (08) 8303 9780 
Email:   nvc@sa.gov.au 
 

CATEGORY ONE: RAIL CROSSINGS AND INTERSECTIONS  

CLEARANCE PROPOSAL FORM UNDER REGULATION 5(1)(lb) 

mailto:nvc@sa.gov.au
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Are the proposed works located in a stretch of road that has been identified as containing significant roadside vegetation 
(identified by the Roadside Marker Scheme) 

 

DESCRIPTION OF PROPOSED CLEARANCE AREA 

Project purpose and description: 

 

 

 

Size/length of project area: 

Total number of non-frangible trees to be removed: 

DESCRIPTION OF VEGETATION TO BE CLEARED 

NON-FRANGIBLE VEGETATION: -  

 Describe the non-frangible trees proposed to be cleared by filling in the attached datasheet for non-frangible 

vegetation (page 20) for each tree: -  

 Provide an aerial map/GIS layer locating where the clearance is proposed (clearance area overlay).  This must show as 

clearly as possible, individual locations of non-frangible trees. Please provide photos of the vegetation at the site (page 

20) 

FRANGIBLE VEGETATION: -  

 Describe the frangible vegetation proposed to be modified (by filling in the attached datasheets for frangible 

vegetation (page 21) if information is readily available).  Please provide photos of the vegetation at the site (page 21) 

 Provide an aerial map/GIS layer locating where the clearance is proposed (clearance area overlay).  Show as clearly as 

possible, individual locations of patches of frangible vegetation.   

 (Note that “clearance” by definition under the Native Vegetation Act 1991 includes any damage to native vegetation such 
as pruning, see Glossary for definition) 

 

  

Yes  No 
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This section outlines what can be done to manage non frangible 
native vegetation to protect Public Safety along sealed and unsealed 
roads based on set widths from the edge of the travelled way. No 
SEB is required 

Clearance of frangible native vegetation within the Category 2 zone 
will require clearance approval under Regulation 5(1)(d) and an SEB  
will be required. 

To minimise the threat of soil disturbance, soil erosion and weed 
invasion, site rehabilitation measures need to be implemented post 
clearance. 

Category 2: What activities are considered exempt? 

In Category 2 zones, road authorities do not need to justify the risk to 
public safety. This is the zone on the side of a road which is exempt 
from SEB requirements due to potential safety risk to the public.  

Non-frangible vegetation may be removed without an SEB although 
road authorities must demonstrate that they have considered the 
NAMO principles (page 16) to avoid or minimise the impacts that any 
proposed actions may have on biodiversity or native vegetation. The 
road authority must show it has considered other safety 
improvement options as opposed to clearance.  

On sealed roads, the Category 2 zone is dependent upon road speed 
design (kms/hr). On unsealed roads the Category 2 zone is not 
dependent upon road speed design (kms/hr) rather it is based on set 
widths from edge of travelled way. The Category 2 zone is based on 
Austroads guideline that demonstrate a 50% probability that a 
vehicle travelling at speeds specified in Table 2, and hitting non-
frangible native vegetation within that Category 2 zone, would likely 
result in a casualty or serious injury. 

Sealed Roads 

On sealed roads with a speed design of less than 80kms/hr, up to 2 
metres of non-frangible native vegetation can be reduced, modified 
or removed from the edge of travelled way for the purpose of public 
safety.  

On sealed roads with a speed design of greater than 80 kms/hr, up to 
3 metres of non-frangible native vegetation can be reduced, 
modified or removed from the edge of travelled way for the purpose 
of public safety. 

Table 2: Sealed roads - Category 2 zone widths adjacent to the edge 
of travelled way 

Speed limit 
(km/hr) 

Category 2 zone widths  adjacent to the 
edge of travelled way 

≤80 km 2 m 

>80 km 3 m  

Unsealed Roads 

On unsealed roads, up to 2 metres either side of the defined 
travelled way (the edge of the grader line as defined in Councils’ 
infrastructure plans) can be cleared of non-frangible native 
vegetation for the purpose for public safety. The Category 2 zone is 
capped at a total width including the travelled way itself of up to 12 
metres.  

This option is tailored to take into account varying road widths. It 
caters for narrow unsealed roads where only 2 metres of non-
frangible native vegetation can be cleared either side (i.e. 4 m 
carriageway width plus 2 metres non-frangible clearance either side 
= 8 metres.). Conversely a 10m carriageway can only clear 1 metre 

either side of the carriageway as the Category 2 zone is capped at 12 
metres (Table 3). 

It caters for wider roads where the road design incorporates an 
existing safety margin within the carriageway width. 

A capped category at 12 m does not preclude a road authority from 
applying for an SEB exemption beyond this, it simply means that it is 
a Category 3 approach and more assessment material needs to be 
supplied. Even on smaller roads, the road authority can go to a 
Category 3 if needed.  

Table 3: Unsealed roads - Category 2 zone widths adjacent to the 
edge of travelled way 

Carriageway 
width (metres) 

Category 2 zone - carriageway width plus 2m 
either side of carriageway(capped at 12 m) 

6m 6 + 2 +2 = 10m 

8m 8 + 2 +2 = 12m 

10m 10 + 1 +1 = 12m 

Category 2: Significant Environmental Benefit Requirement 

No Significant Environmental Benefit offset (SEB) is required in 
Category 2 zone as it is an exempt activity under Regulation 5(1)(lb).  

Category 2: Reporting Requirements 

To reduce, modify or remove non-frangible native vegetation, the 
road authority must complete the Category 2 Clearance Proposal 
Form under Regulation 5(1)(lb) (Page 11) and submit it to the NVC 
for written approval before any works can commence. 

Category 2: What activities are not considered exempt?  

 The clearance of frangible native vegetation 

 Where the physical structure is the hazard and the native 

vegetation is incidental to the obstruction  

 Intersection realignment/modification 

 Road widening activities 

 Retrospective upgrade works 

 New road works 

 The removal of frangible and non-frangible native vegetation 

beyond Category 2 zone 

 

It is the road authority’s responsibility to find out if the action being 
considered requires approval under other legislation 

 If removal or modification of a Regulated Tree is proposed, 
approval will be needed as outlined in the Development 
Regulations 2008.  

 It is essential that any roadside activities are not in breach of 
the Federal Environment Protection and Biodiversity 
Conservation Act 1999. This may include removal of dead trees 
in certain areas. Please visit the NVC website for further 
information. 
 
 
 
 
 

Things to consider 

CATEGORY TWO: SEALED AND UNSEALED ROADS  

GUIDELINES FOR APPLICANTS 

Did you know? 

Ongoing maintenance work within this Category would be considered 
exempt under Regulation 5(1)(y) if it is compliant with an NVC 
approved Roadside Vegetation Management Plan or the NVC 
‘Guidelines for the management of roadside vegetation’. 

http://www.environment.gov.au/epbc/index.html
http://www.environment.gov.au/epbc/index.html
http://www.environment.sa.gov.au/dwlbc/native/nvsa/policy.html
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To clear non frangible native vegetation in Category 2, the road authority must complete the Category Two - Clearance Proposal Form Under 
Regulation 5(1)(lb) below and submit it to the Native Vegetation Council (NVC) authorised delegate for written approval before any works can 
commence.  

 Clearance of non-frangible native vegetation must be within specified distances from the edge of travelled way (refer to page 10 for 
further information). 

 The road authority will need to demonstrate that it has considered the NAMO principles (page 16) to avoid or minimise the impacts that 
any proposed actions may have on biodiversity or native vegetation. 

 The road authority must show that it has considered other safety improvement options as opposed to clearance. 

OFFICE USE ONLY 

Date received: 

Received by: 

File no: 

Recfind no: 

Return completed form to Native Vegetation Council Secretariat address below 

 

APPLICANT DETAILS 

Name: 

Postal Address: 

Postcode: 

Phone (Business): 

Mobile: 

Fax: 

Email: 

Signature (CE or delegated authority): 

LOCATION OF WORKS 

Give details of where the proposed works are to be conducted: 

Location Address: 

Section: 

Hundred: 

District Council: 

Side of road (N,S,E,W): 

 
 
 
 
 
 
 

For further information please contact: 
Native Vegetation Council Secretariat 
GPO Box 1047 
ADELAIDE   SA   5001  
Phone: (08) 8303 9777 
Fax:      (08) 8303 9780 
Email:   nvc@sa.gov.au 
 

CATEGORY TWO: SEALED AND UNSEALED ROADS 

 CLEARANCE PROPOSAL FORM UNDER REGULATION 5(1)(lb) 

mailto:nvc@sa.gov.au
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Is the proposed works located in a stretch of road that has been identified as containing significant roadside vegetation 
(identified by the Roadside Marker Scheme) 
 

DESCRIPTION OF PROPOSED CLEARANCE AREA 

Project purpose and description:  

 

Size/length of application area: 

Is this part of an ongoing or staged project?  

If Yes, provide details: 

 

 

Total number of non-frangible trees to be removed: 

DESCRIPTION OF VEGETATION TO BE CLEARED 

Non-Frangible Vegetation: 

1. Describe the non-frangible trees proposed to be cleared by filling in the attached datasheet for non-frangible 

vegetation (page 20) for each tree: -  

2. Provide an aerial map/GIS layer locating where the clearance is proposed (clearance area overlay).  Show as clearly as 

possible, individual locations of non-frangible trees.   

3. Provide photos of each tree (page 20) 

You must show you have considered other safety improvement options as opposed to clearance.  Attach additional 
information if required.  These options may include: 

Safety improvement options Implemented Reasons why not implemented 
Estimated cost 
of options ($) 

Seal shoulder Y N   

Install barrier (wire rope/guard rail) Y N   

Install guideposts/cat’s-eyes Y N   

Reduce speed limit Y N   

Install audio-tactile line markings Y N   

Improve road surface condition Y N   

Signage Y N   

Painted edge line Y N   

Other Y N   

Please note where insufficient information and/or inadequate demonstration of alternative safety improvement options are supplied by 
the applicant, clearance under Regulation 5(1)(lb) may not be approved. 

Demonstrate that the NAMO principles have been considered (page 16 for greater detail): 

SUMMARY OF MINIMISING CLEARANCE DISCUSSION 

N-ensure no loss  

 

A-Avoid clearance  

 

M-Minimise the impacts of clearance  

 

O-Offsetting any clearance  

 

Yes  No   

Yes  No   



13 

 

 

 

 

 

Approval for exemption under Regulation 5(1)(lb) under 
Category 3 is not automatic - An SEB is required within this area 
and is assessed under Regulation 5(1)(d). 

If the road authority can demonstrate that the non-frangible 
native vegetation is a risk to public safety, clearance may be 
approved under Regulation 5(1)(lb) by an NVC authorised 
delegate acting on recommendations by NVAP.  

It should be noted that 5(1)(lb) is not a replacement for 5(1)(d). 

To minimise the threat of soil disturbance, soil erosion and weed 
invasion, site rehabilitation measures need to be implemented 
post clearance. 

Category 3: What activities may be considered exempt? 

Category 3 applies to the areas/activities that are out of scope of 
Category 1 and Category 2 but still may present as a public safety 
concern; this includes: 

 Beyond Category 1 approved sight distance triangles/lines, or 

 Beyond Category 2 specified distances from the edge of 
travelled way, 

 Applies only to safety treatments which result in clearing: 
 Less than 6 scattered trees (non-frangible) 
 Less than 0.5 ha canopy area of non-frangible vegetation 

If the proposed safety treatments do not fall within this threshold, 
the exemption (Regulation 5(1)(lb) will not apply. 

For the justification of clearance of non-frangible native 
vegetation within this Category, the road authority must 
demonstrate that they have considered the NAMO principles 
(page 16) to avoid or minimise the impacts that any proposed 
actions may have on biodiversity or native vegetation. The road 
authority must show it has considered other safety improvement 
options as opposed to clearance.  

Category 3: Reporting Requirements 

1. Completion of an Application to clear Native Vegetation form 
under Regulation 5(1)(d). 

2. The road authority must complete the Category 3 Clearance 
Proposal Form under Regulation 5(1)(lb) (page 14), and 
submit it to the NVC. 

3. Where the road authority can demonstrate that the non-
frangible native vegetation is a risk to public safety, clearance 
will subsequently be approved under Regulation 5(1)(lb) by 
an NVC authorised delegate acting on recommendations by 
NVAP 

Category 3: What activities are considered non-exempt? 

Category 3 does not include: 

The clearance of frangible native vegetation 

 Where an existing intersection requires realignment or 
modification to improve the safety of the intersection, this 
includes road widening activities such as the construction of 
sheltered turn lanes 

 Where an existing road requires realignment or modification 
to improve the safety of the road including road widening 
activities 

 Where the physical structure is the hazard and the native 
vegetation is incidental to the obstruction  

 New road work activities such as: 

 Construction of rest areas 

 Installation of safety cameras 

 Overtaking lanes 

 Weigh stations 

 Retrospective upgrade works 

 

It is the road authority’s responsibility to find out if the action 
being considered requires approval under other legislation 

 If removal or modification of a Regulated Tree is proposed 
approval will be needed as outlined in the Development 
Regulations 2008.  

 It is essential that any roadside activities are not in breach of 
the Federal Environment Protection and Biodiversity 
Conservation Act (1999) . This may include removal of dead 
trees in certain areas. Please visit the NVC website for further 
information. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Things to consider 

CATEGORY THREE: CLEARANCE BEYOND CATEGORY 1 AND 2 ZONES 

GUIDELINES FOR APPLICANTS 

Did you know? 

Ongoing maintenance work within this Category would be 
considered exempt under Regulation 5(1)(y) if it is compliant 
with an NVC approved Roadside Vegetation Management Plan or 
the NVC ‘Guidelines for the management of roadside 
vegetation’. 

http://www.environment.gov.au/epbc/index.html
http://www.environment.gov.au/epbc/index.html
http://www.environment.sa.gov.au/dwlbc/native/nvsa/policy.html
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Approval for exemption under Regulation 5(1)(lb) under Category 3 is not automatic.  Ordinarily an SEB is required within this area and is 
assessed under Regulation 5(1)(d).  however if the road authority can demonstrate that the non-frangible native vegetation is a  risk to 
public safety, clearance may be approved under Regulation 5(1)(lb) by an NVC authorised delegate acting on recommendations by NVAP.  

It should be noted that 5(1)(lb) is not a replacement for 5(1)(d). 

 The road authority must complete an Application to clear Native Vegetation form under Regulation 5(1)(d). 

 The road authority must ALSO complete the Category Three - Clearance Proposal Form Under Regulation 5(1)(lb) below. 

 Where the road authority can demonstrate that the non-frangible native vegetation is a risk to public safety, clearance will subsequently 
be approved under Regulation 5(1)(lb) by an NVC authorised delegate acting on recommendations by NVAP. 

OFFICE USE ONLY 

Date received: 

Received by: 

File no: 

Recfind no: 

Return completed form to Native Vegetation Council Secretariat address below 

 

APPLICANT DETAILS 

Name: 

Postal Address: 

Postcode: 

Phone (Business): 

Mobile: 

Fax: 

Email: 

Signature (CE or delegated authority): 

LOCATION OF WORKS 

Give details of where the proposed works are to be conducted: 

Location Address: 

Section: 

Hundred: 

District Council: 

Side of road (N,S,E,W): 

 

 

 

 

 

For further information please contact: 
Native Vegetation Council Secretariat 
GPO Box 1047 
ADELAIDE   SA   5001  
Phone: (08) 8303 9777 
Fax:      (08) 8303 9780 
Email:   nvc@sa.gov.au 
 

 

CATEGORY THREE: CLEARANCE BEYOND CATEGORY 1 AND 2 ZONES 

CLEARANCE PROPOSAL FORM UNDER REGULATION 5(1)(lb) 

mailto:nvc@sa.gov.au
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Is the proposed works located in a stretch of road that has been identified as containing significant roadside vegetation 
(identified by the Roadside Marker Scheme) 

 

DESCRIPTION OF PROPOSED CLEARANCE AREA 

Project purpose and description: 

 

 

Size/length of application area:                         Total number of non-frangible trees to be removed: 

Is this part of an ongoing or staged project? 

If Yes, provide details: 

 

DESCRIPTION OF VEGETATION TO BE CLEARED 

Non-Frangible Vegetation: -  

 Describe the non-frangible trees proposed to be cleared by filling in the attached datasheet for non -frangible 
vegetation (page 20) for each tree: -  

 You must provide an aerial map/GIS layer locating where the clearance is proposed (clearance area overlay).  This must 
show as clearly as possible, individual locations of non-frangible trees 

 Please provide photos of the vegetation at the site (page 20) 

You must show you have considered other safety improvement options as opposed to clearance. Attach additional 
information if required.  These options may include: 

Please note where insufficient information and/or inadequate demonstration of alternative safety improvement options are supplied by 
the applicant, clearance under regulation 5(1)(lb) may not be approved. 

Demonstrate that the NAMO principles have been considered (page 16 for greater detail): 

Summary Of Minimising Clearance Discussion 

N-ensure no loss  

 

A-Avoid clearance  

 

M-Minimise the impacts of clearance  

 

O-Offsetting any clearance  

 

Safety improvement options Implemented Reasons why not implemented 
Estimated cost 
of options ($) 

Seal shoulder Y N   

Install barrier (wire rope/guard rail) Y N   

Install guideposts/cat’s-eyes Y N   

Reduce speed limit Y N   

Install audio-tactile line markings Y N   

Improve road surface condition Y N   

Signage Y N   

Painted edge line Y N   

Other Y N   

Yes  No   

Yes  No   
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NAMO PRINCIPLES 
 

When considering the reduction, modification or removal of native vegetation, the NAMO principles should be considered by the road 
authority as a way of helping to identify how to avoid or minimise the impacts that any proposed actions may have on biodiversity or native 
vegetation.  This includes: 

N- Ensure no loss  

 Any design or redesign of road verges or intersection alignment necessary to address issues of public safety should seek to relocate 
road surfaces or intersections into areas where the clearance of native vegetation will not be required. 

o Where clearance can be avoided the road authority, should either adopt the no clearance option – no application, no 
SEB. 

o Demonstrate to the NVC that the ‘no clearance option’ is not practicable and seek approval under NV Regulation 5(1)(lb) 
– public safety. 

A - Avoid clearance 

 Where the road authority can demonstrate that it is not practicable to relocate the proposed works into cleared land, the 
design/redesign should Identify what impacts the proposed public safety works may have on native vegetation, and, 

 Show how the design of the proposed development will, if practicable, avoid these impacts.   

 This may include the use of appropriate engineering solutions to avoid the need for clearance, e.g. physical barriers to achieve 
desired public safety standards while retaining the native vegetation of concern. 

M - Minimise the impacts of clearance  

 Where it is not possible to avoid impacts on native vegetation, the road authority needs to demonstrate as part of the proposal, 
how the proposed development will minimise impacts on native vegetation and biodiversity.   

 This may include the development and implementation of a combination of strategies that will minimise the categories of 
clearance, e.g. the redesign of the proposal into substantially cleared or more degraded land, the use of construction management 
planning to show how the project will be managed to minimise off-site impacts on areas of native vegetation.  

  For sight lines associated with rail and road crossings this might include the selective clearance of taller vegetation and possible 
slashing of the shrub layer to maintain cover and diversity while achieving public safety standards. 

O - Offsetting any clearance 

 not required under the Public Safety Regulation. 

OTHER RELEVANT DOCUMENTS 
 

 Aboriginal Heritage Act 1988 South Australia 

 Austroads 2009, Guide to Road Design: Part 4: Intersections and Crossings-General, AGRD04 09,Austroads, Sydney, NSW 

 Austroads 2009, Guide to Road Design Part 4A: Unsignalised and Signalised Intersections, AGRD04A/09, Austroads, Sydney, NSW 

 Austroads 2009, Guide to Road Design Part 6: Roadside Design, Safety and Barriers, AGRD06/09, Austroads, Sydney, NSW 

 Australian Standard 2007, AS 1742.7:2007 Manual of uniform traffic control devices, Part 7: Railway Crossings.  Sydney, NSW 

 Development (Regulated Trees) Variation Regulations 2011 

 Development Regulations 2008 

 Environment Protection and Biodiversity Conservation Act 1999 

 Guidelines for the Management of Roadside Vegetation - Native Vegetation Council (2012) 

 Local Government Act 1999 

 Native Vegetation Act 1991 

 Native Vegetation Regulations 2003 

 Natural Resources Management Act 2004 (the NRM Act) 

 River Murray Act 2003 
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 South Australian Road Safety Action Plan 2008-2010 provides the direction and identifies key priority actions based on the Safer 
System Approach. 

 South Australia’s Strategic Plan. Government of SA, 2007 

CONTACTS 
 

Department of Environment, Water and Natural Resources  

Principal Advisor – Native Vegetation Council 

Ph: 08 8303 9705  

Fax: 08 8303 9780  

GPO Box 1047, Adelaide SA 5001  

Entrance 3, Hannaford Building, Waite Road, Urrbrae, 5064 

 

Department of Environment, Water and Natural Resources  

Scientific Officer – Roadside Vegetation Management 

Ph: 08 8303 9720 

Fax: 08 8303 9780 

GPO Box 1047, Adelaide SA 5001  

Entrance 3, Hannaford Building, Waite Road, Urrbrae, 5064 

 

Department of Environment, Water and Natural Resources  

Native Vegetation and Biodiversity Management Unit 

Ph: 08 8303 9777 

Fax: 08 303 9780 

GPO Box 1047, Adelaide SA 5001  

Entrance 3, Hannaford Building, Waite Road, Urrbrae, 5064 

 

Department of Planning, Transport and Infrastructure  

Transport Services Division 

Ph: (08) 8343 2222 

GPO Box 1533, Adelaide SA 5001

http://www.dtei.sa.gov.au/roadsafety/About_Road_Safety/sa_road_safety_action_plan
http://www.dtei.sa.gov.au/roadsafety/About_Road_Safety/safer_systems_approach
http://www.dtei.sa.gov.au/roadsafety/About_Road_Safety/safer_systems_approach
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GLOSSARY 
 

Authorised delegate The Minister gazetted authority to approve clearance under Regulation 5(1)(lb) (17 December 2009), 
to the Presiding Member, Native Vegetation Council, the Executive Officer, Native Vegetation Council 
or in their absence, the Manager Native Vegetation Biodiversity Management Unit, Department of 
Environment, Water and Natural Resources 

Carriageway (roadway):  That portion of the road devoted particularly to the use of vehicles, inclusive of shoulders and 
auxiliary lanes. 

Clearance:   In relation to native vegetation, means— 

(a) the killing or destruction of native vegetation; 

(b) the removal of native vegetation; 

(c) the severing of branches, limbs, stems or trunks of native vegetation; 

(d) the burning of native vegetation; 

(e) any other substantial damage to native vegetation, 

and includes the draining or flooding of land, or any other act or activity, that causes the killing or 
destruction of native vegetation, the severing of branches, limbs, stems or trunks of native 
vegetation or any other substantial damage to native vegetation; 

Edge of travelled way Sealed: The edge of the sealed portion of a carriageway ordinarily assigned to moving traffic or a 
marked edge line if marked.   

Unsealed: The edge of the grader line as defined in Councils’ infrastructure plans 

Frangible vegetation Frangible vegetation refers to plants with slender stems which give way break or uproot on impact. 

Large tree A tree (including a dead tree) where the circumference of the trunk of the tree is 2m or more, when 
measured at a height of 30cm from the base of the tree. 

Maintenance Defined as the adequate vertical and lateral clearance of roadside vegetation required for the safe 
movement of vehicles.  

Modify The manipulation of native vegetation to reduce the risk to public safety (e.g. pruning, removal of 
limbs). 

Native vegetation Any plant or plants of a species indigenous to South Australia (Native Vegetation Act 1991).  May 
include dead trees if suitable as habitat for nationally threatened species under the EPBC Act. 

Non-frangible native 
vegetation:  

Plants species with a stem diameter (at maturity) of 100mm or greater with rigid, large or sturdy 
stems which will not readily break, bend or crush upon impact by a typical passenger vehicle, and 
could be expected to inflict significant damage to the vehicle and possibly cause injury to vehicle 
occupants. Measured at a height of 1 metre above natural ground category. 

Public safety  The safety of persons or property, including the safety of— 

(a) the drivers of and passengers in vehicles; and 

(b) persons in or in the vicinity of (or likely to be in or in the vicinity of) roads, road 
infrastructure and public places; and 

(c) vehicles and any loads in or on them: (Road Traffic Act 1961) 

Road authority In the Road Traffic Act 1961 this means— 

(a) the Minister; or 

(b) the Commissioner of Highways; or 

(c) a council; or 

(d) anybody or person in whom the care, control or management of a road is vested. 

Reduce The manipulation of native vegetation to lessen the likelihood of risk to public safety. This may 
include the removal or modification of native vegetation. 

Regulated tree A regulated tree under sub-regulation (1) of the Development (Regulated Trees) Variation 
Regulations 2011,is defined as: 

(a) a trunk with a circumference of 3 metres or more or, in the case of a tree with multiple 
trunks, has trunks with a total circumference of 3 metres or more and an average 
circumference of 625 millimetres or more, measured at a point 1 metre above natural 
ground level; and 
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(b) regulated trees under sub-regulation (1) that are within the prescribed criterion under 
paragraph (a) are to be taken to be significant trees for the purposes of the Act. 

Remove The killing or destruction of native vegetation, removal of a plant or plants from the ground, or any 
other action that stops a plant or plants from surviving in their current location.  This includes any 
other activity that causes the killing or destruction of native vegetation. 

Sight distance The distance over which a road user needs to have unobstructed sight to respond to a visual cue, or 
safely avoid a conflict. 

Sight triangle The area of land between two intersecting roadways over which vehicles on either roadway are 
mutually visible. 

Significant Environmental 
Benefit 

A Significant Environmental Benefit may require the road authority to offset an area of land for on- 
ground works or through payment to the Native Vegetation Fund. Payments will be distributed by 
the NVC to ensure an environmental benefit is achieved within the same region where the clearance 
occurs. 

Travelled way That portion of a carriageway ordinarily assigned to moving traffic (i.e. traffic lane(s)), and exclusive 
of edgelines, shoulders and parking lanes 

 

ACRONYMS 
 

DEWNR: Department of Environment, Water and Natural Resources 

DPTI: Department of Planning, Transport and Infrastructure 

LGA: Local Government Association 

NVAP: Native Vegetation Assessment Panel 

NVC: Native Vegetation Council  

RVMP: Roadside Vegetation Management Plan 

SEB: Significant Environmental Benefit 
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DATASHEET FOR NON-FRANGIBLE VEGETATION PROPOSED FOR REMOVAL 
 

* Applies where canopies are overlapping and not easily distinguishable 
# Trunk distance from edge of travelled way is measured from point of trunk closest to travelled way 
*# S: -  Small hollows   = diameter of hollow entrance ≤5 cm 
 M: -  Medium hollows  = diameter of hollow entrance >5 cm to <15cm 
 L: - Large hollows  = diameter of hollow entrance ≥15 cm 

Tree 
No. 

Photo 
No. 

  

 

 

 

Side 
of 
the 
road 

(N,S,
W,E) 

GPS point 

 

Species 
Ht 
(m) 

Trunk 
diameter 
(cm) at 
1.5 m 
above 
ground  

Tree 
Health 

(Die-
back %) 

 

 

# 

Trunk 
dist. from 
edge of 
travelled 
way 

(m) 

Width of 
adjacent 
travelled 
way 

(m) 

Location 

 crest, 
trough, 
bend, 
straight, 
other 

Canopy 
area  

(m2) 

*#  

No and size 
of Hollows 

   Easting Northing 
 

              S M L 

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

                               

 
 

 

 
 
Please provide photos of the non-frangible vegetation on the proposed site 
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DATASHEET FOR FRANGIBLE VEGETATION PROPOSED FOR REMOVAL (if information available) 
 
 

  **Conservation Rating 

Plant Species Common Name AUS SA REGION 

         

         
         

         

         

         

       
        

          
         

         

         

         

         

         

         
         

         

         

         

         

          

          
          

          

          

          

          

          

          
          

          

          

 
** Key to Conservation Ratings3 
 
X Presumed Extinct 
E Endangered, rare and in danger of becoming extinct in the wild 
V Vulnerable, rare and at risk from potential threats or long term threats which could cause the species to become 

 endangered in the future 
R Rare, having a low overall frequency of occurrence: confined to a restricted range or scattered sparsely over a  
 wider area 
U Uncommon, less common species of interest but not rare enough to warrant special protective measures 
Q Not assessed but flagged as being of possible significance 
K Poorly known, Species that are suspected, but not definitely known, to belong to any of the above categories 
N Not of particular significance/Common 

 

 
 

Please provide photos of the frangible vegetation on the proposed site 

                                                                    

3 Lang, PJ & Kraehenbuehl, DN (1998 updated ratings).  Plants of Particular Conservation Significance in South Australia’s Agricultural 
Regions (Unpublished database).  Department for the Environment, Heritage and Aboriginal Affairs. 
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Schedule 1—Principles of native vegetation clearance  
1—Principles of clearance of native vegetation  

Native vegetation should not be cleared if, in the opinion of the Council—  

(a)  it comprises a high level of diversity of plant species; or  

(b)  it has significance as a habitat for wildlife; or  

(c)  it includes plants of a rare, vulnerable or endangered species; or  

(d)  the vegetation comprises the whole, or a part, of a plant community that is rare, vulnerable or endangered; or  

(e)  it is significant as a remnant of vegetation in an area which has been extensively cleared; or  

(f)  it is growing in, or in association with, a wetland environment; or  

(g)  it contributes significantly to the amenity of the area in which it is growing or is situated; or  

(h)  the clearance of the vegetation is likely to contribute to soil erosion or salinity in an area in which appreciable erosion 

or salinization has already occurred or, where such erosion or salinization has not yet occurred, the clearance of the 

vegetation is likely to cause appreciable soil erosion or salinity; or  

(i)  the clearance of the vegetation is likely to cause deterioration in the quality of surface or underground water; or  

(j)  the clearance of the vegetation is likely to cause, or exacerbate, the incidence or intensity of flooding; or  

(k) —  

(i) after clearance the land will be used for a particular purpose; and  

(ii) the regional NRM board for the NRM region where the land is situated has, as part of its NRM plan under the 

Natural Resources Management Act 2004, assessed—  

(A) the capability and preferred uses of the land; and  

(B) the condition of the land; and  

(iii) according to that assessment the use of the land for that purpose cannot be sustained; or  

(l)  the clearance of the vegetation would cause significant harm to the River Murray within the meaning of the River 

Murray Act 2003; or  

(m)  the clearance of vegetation would cause significant harm to the Adelaide Dolphin Sanctuary.  

 

2—Interpretation  

In this Schedule, unless the contrary intention appears—  

endangered species means a species of plant for the time being appearing in Part 2 of Schedule 7 of the National 

Parks and Wildlife Act 1972;  

plant community means plants of a species indigenous to South Australia growing in association with one 

another and forming a group that is distinct from other plant communities;  

rare species means a species of plant for the time being appearing in Part 2 of Schedule 9 of the 

National Parks and Wildlife Act 1972;  

vulnerable species means a species of plant for the time being appearing in Part 2 of Schedule 8 of the 

National Parks and Wildlife Act 1972;  

wildlife has the same meaning as in the National Parks and Wildlife Act 1972.  


